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Technical Data/Dimensions

KM Series Bellows Couplings
Major Features

• Maximum flexibility in the angular, axial and lateral directions and high 
torsional stiffness .

• With EASY Clamp System for easy install and un-install .
• Same day delivery available

Material
• Stainless steel bellow; aluminum hubs

Bellows Couplings: KM, KP, KLC, KG

Size
KM

Nominal
Torque

Moment
of Inertia

Torsion
Resistance

Max. Lateral
Misalignment

Mass
Screw

Size

Torque to 
Tighten Screws

Outer
Diameter*

Length
Bore Range*

Min. Max.

Nm
(lb-in)

10-3kgm2

(lb-in2)
Nm/arcmin
(lb-ft/Deg)

mm
(inch)

kg
(lbs)

Nm
(lb-in)

mm
(inch)

mm
(inch)

mm
(inch)

mm
(inch)

KM-0.4 0.4 0.0003 0.05 0.2 0.01 M2.5 1 16.5 30 3 6.35

(4) (0.001) (2) (0.008) (0.02) (9) (0.650) (1.181) (0.118) (0.250)

KM-0.9 0.9 0.0004 0.09 0.2 0.01 M2.5 1 16.5 31.5 3 6.35

(8) (0.001) (4) (0.008) (0.02) (9) (0.650) (1.240) (0.118) (0.250)

KM-2 2 0.003 0.23 0.2 0.03 M3 2 24.5/27.5 42 3 10/14

(18) (0.01) (10) (0.008) (0.07) (18) (0.965)/(1.083) (1.654) (0.118) (0.394)/(0.551)

KM-4 4 0.003 0.46 0.2 0.04 M3 2 24.5/27.5 43.5 5 10/14

(35) (0.01) (20) (0.008) (0.09) (18) (0.965)/(1.083) (1.713) (0.197) (0.394)/(0.551)

KM-7 7 0.014 1.1 0.25 0.08 M4 4 34 57 6 17

(62) (0.05) (49) (0.010) (0.18) (35) (1.339) (2.244) (0.236) (0.669)

KM-8 8 0.026 1.35 0.3 0.13 M5 7 39.5/44.5 60 6 19/24

(71) (0.09) (60) (0.012) (0.29) (62) (1.555)/(1.752) (2.362) (0.236) (0.748)/(0.945)

KM-12 12 0.03 2.05 0.25 0.14 M5 7 39.5/44.5 62 6 19/24

(106) (0.10) (91) (0.010) (0.31) (62) (1.555)/(1.752) (2.441) (0.236) (0.748)/(0.945)

KM-20 20 0.14 5.2 0.25 0.3 M6 14 56 70 9 30

(177) (0.48) (230) (0.010) (0.66) (124) (2.205) (2.756) (0.354) (1.181)

KM-35 35 0.14 5.8 0.25 0.3 M6 14 56 70 14 30

(310) (0.48) (257) (0.010) (0.66) (124) (2.205) (2.756) (0.551) (1.181)

KM-60 60 0.29 8.7 0.3 0.5 M8 35 66 77 15 34

(531) (0.99) (385) (0.012) (1.10) (310) (2.598) (3.031) (0.591) (1.339)

KM-80 80 0.79 14 0.3 0.8 M10 65 82 90 17 43

(708) (2.70) (620) (0.012) (1.76) (575) (3.228) (3.543) (0.669) (1.693)

KM-170 170 0.83 17 0.3 0.8 M10 65 82 92 22 43

(1505) (2.84) (753) (0.012) (1.76) (575) (3.228) (3.622) (0.866) (1.693)

KM-270 270 2.2 32 0.3 1.4 M12 115 101 100 27 55

(2390) (7.52) (1417) (0.012) (3.09) (1018) (3.976) (3.937) (1.063) (2.165)

KM-400 400 2.4 47 0.3 1.5 M12 115 101 106 32 55

(3540) (8.20) (2081) (0.012) (3.31) (1018) (3.976) (4.173) (1.260) (2.165)

KM-600 600 4.7 67 0.3 2.2 M14 180 122 120 35 70

(5310) (16.06) (2967) (0.012) (4.85) (1593) (4.803) (4.567) (1.378) (2.756)

KM-900 900 9 105 0.3 3.3 M14 200 133 143 40 75

(7966) (30.75) (4649) (0.012) (7.28) (1770) (5.236) (5.630) (1.575) (2.953)

KM-1300 1300 14 170 0.3 4.2 M16 290 157 145 60 85

(11506) (47.84) (7528) (0.012) (9.26) (2567) (6.181) (5.709) (2.362) (3.346)
* Couplings available with an oversized bore have 2 values for Outer Diameter and Bore Range (Maximum). The second of the 2 values is for the oversized bore. 
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