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EXTERNAL TAB

*2.600 [66.04]
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DATE CODE 1

HEATED AREA

$

*.500 [12.70]

RED

.045 [1.14] REF.
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PART IS RoHS COMPLIANT.

. DIMENSIONS PRECEDED BY AN x ARE CONTROLLED BY
ENGINEERING DESIGN AND TOOLING.

. INSULATION: POLYIMIDE.

— | |=—.010 [.25] MAX.

- .150 [3.81] MAX.

707—1706 AND
@ | AR

060-4024—01 | HIGH TEMPERATURE EPOXY, BLACK

UNLESS OTHERWISE SPECIFIED
DIMENSIONS AND TOLERANCES IN INCHES
DIMENSIONS IN [ ] ARE IN MILLIMETERS

ONE PLACE (.0)

TWO PLACE (.00) +.030 [+0,76]
THREE PLACE (.000)

. LEADWIRE: AW.G. #26, STRANDED, TFE INSULATED PER ANGLES:

NEMA HP3.

6
5 ENG&
WG 3479 | 11-22-13

4, DIELECTRIC STRENGTH: 500 VOLTS RMS AT 60 Hz FOR = MODEL HAPE945 PROPRIETARY INeoRVATON. o GG 'PRODUCTS, N,

1 MINUTE, ELEMENT TO OUTER SURFACES. - 00 NOT DUPLICATE
3. TEMPERATURE LIMIT: 260°C MAXIMUM AT ZERO POWER.
2. RESISTANCE: 40.05 OHMS (44.05/36.05). FINISH: NEXT CATEGORY HAP 0945 —
1. ELEMENT: NON-INDUCTIVE PATTERN., gﬁl—:o INIT. JOB ﬁ'l(’)OCK SCAE |\ ONE [S)gcé g @‘E’ CA%Egz:ggNT' SHEET 1 OF 1
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MATERIAL DESCRIPTION
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MATERIAL:

TITLE:

THERMOFOIL
HEATER
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